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Item Parameters Min | Typ | Max | Unit | Condition
1 | supply
1.1 | Supply voltage 1.9 36 v
2 | Current Consumption
2.1 | sleep mode 0.9 uA
2.2 | standby mode 32 uA
23 | Rxstates 118 mA | @IMBPS
24 113 mA | @0dBm
25 dxstates, 7 mA | @-18dBm

3 Transmitter Part

3.1 | Txdatarate 250 | 1000 | 2000 | Kbps
3.2 | Frequency range 2400 24835 | MHz
33 | output power -18 [} 4 [ dBm
3.4 | Spurious emissions
25MHz ~ 1Mz 36 dBm
47 ~ 74, 87.5 ~ 118, 174 ~230, 54 dBm
470~ 862MHz -47 dBm
1800 ~ 1900MHz 41 dBm
At 2nd-RF and 3rd-RF 30 dBm

Otherwise above 1GHz
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4.1 | Receiver sensitivity -85 dBm | @1000Kbps
4.2 | Saturation 23 dBm
4.3 | Adjacent channel rejection 21 dB Desired channel 3
dB  above the
sensitivity  limit
IMHz  channel
specing
4.4 | Alternate channel rejection 30 dB | Desired channel 3
dB  above the
sensitivity  limit
IMHz  channel
specing
Scope of work
Min Max Unit
Parameters
Supply Voltage 1.9 3.6 v
Temperature ambient 20 60 ol





